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from glass produced or melted at the 
same facility where the manufacturing 
line is located. 

Wool fiberglass manufacturing facility 
means any facility manufacturing wool 
fiberglass on a rotary spin manufac-
turing line or on a flame attenuation 
manufacturing line. 

§ 63.1382 Emission standards 

(a) Emission limits—(1) Glass-melting 
furnaces. On and after the date the ini-
tial performance test is completed or 
required to be completed under § 63.7 of 
this part, whichever date is earlier, the 
owner or operator shall not discharge 
or cause to be discharged into the at-
mosphere in excess of 0.25 kilogram 
(kg) of particulate matter (PM) per 
megagram (Mg) (0.5 pound [lb] of PM 
per ton) of glass pulled for each new or 
existing glass-melting furnace. 

(2) Rotary spin manufacturing lines. On 
and after the date the initial perform-
ance test is completed or required to be 
completed under § 63.7 of this part, 
whichever date is earlier, the owner or 
operator shall not discharge or cause 
to be discharged into the atmosphere 
in excess of: 

(i) 0.6 kg of formaldehyde per 
megagram (1.2 lb of formaldehyde per 
ton) of glass pulled for each existing 
rotary spin manufacturing line; and 

(ii) 0.4 kg of formaldehyde per 
megagram (0.8 lb of formaldehyde per 
ton) of glass pulled for each new rotary 
spin manufacturing line. 

(3) Flame attenuation manufacturing 
lines. On and after the date the initial 
performance test is completed or re-
quired to be completed under § 63.7 of 
this part, whichever date is earlier, the 
owner or operator shall not discharge 
or cause to be discharged into the at-
mosphere in excess of: 

(i) 3.9 kg of formaldehyde per 
megagram (7.8 lb of formaldehyde per 
ton) of glass pulled for each new flame 
attenuation manufacturing line that 
produces heavy-density wool fiberglass; 
and 

(ii) 3.4 kg of formaldehyde per 
megagram (6.8 lb of formaldehyde per 
ton) of glass pulled from each existing 
or new flame attenuation manufac-
turing line that produces pipe product 
wool fiberglass. 

(b) Operating limits. On and after the 
date on which the performance test re-
quired to be conducted by §§ 63.7 and 
63.1384 is completed, the owner or oper-
ator must operate all affected control 
equipment and processes according to 
the following requirements. 

(1)(i) The owner or operator must ini-
tiate corrective action within 1 hour of 
an alarm from a bag leak detection 
system and complete corrective ac-
tions in a timely manner according to 
the procedures in the operations, main-
tenance, and monitoring plan. 

(ii) The owner or operator must im-
plement a Quality Improvement Plan 
(QIP) consistent with the compliance 
assurance monitoring provisions of 40 
CFR part 64, subpart D when the bag 
leak detection system alarm is sounded 
for more than 5 percent of the total op-
erating time in a 6-month block report-
ing period. 

(2)(i) The owner or operator must ini-
tiate corrective action within 1 hour 
when any 3-hour block average of the 
monitored electrostatic precipitator 
(ESP) parameter is outside the limit(s) 
established during the performance 
test as specified in § 63.1384 and com-
plete corrective actions in a timely 
manner according to the procedures in 
the operations, maintenance, and mon-
itoring plan. 

(ii) The owner or operator must im-
plement a QIP consistent with the 
compliance assurance monitoring pro-
visions of 40 CFR part 64 subpart D 
when the monitored ESP parameter is 
outside the limit(s) established during 
the performance test as specified in 
§ 63.1384 for more than 5 percent of the 
total operating time in a 6-month 
block reporting period. 

(iii) The owner or operator must op-
erate the ESP such that the monitored 
ESP parameter is not outside the 
limit(s) established during the per-
formance test as specified in § 63.1384 
for more than 10 percent of the total 
operating time in a 6-month block re-
porting period. 

(3)(i) The owner or operator must ini-
tiate corrective action within 1 hour 
when any 3-hour block average tem-
perature of a cold top electric furnace 
as measured at a location 46 to 61 cen-
timeters (18 to 24 inches) above the 
molten glass surface, exceeds 120 °C (250 
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°F) and complete corrective actions in 
a timely manner according to the pro-
cedures in the operations, mainte-
nance, and monitoring plan. 

(ii) The owner or operator of a cold 
top electric furnace must implement a 
QIP consistent with the compliance as-
surance monitoring provisions of 40 
CFR part 64, subpart D when the tem-
perature, as measured at a location 46 
to 61 centimeters (18 to 24 inches) 
above the molten glass surface, exceeds 
120 °C (250 °F) for more than 5 percent 
of the total operating time in a 6- 
month block reporting period. 

(iii) The owner or operator must op-
erate the cold top electric furnace such 
that the temperature does not exceed 
120 °C (250 °F) as measured at a location 
46 to 61 centimeters (18 to 24 inches) 
above the molten glass surface, for 
more than 10 percent of the total oper-
ating time in a 6-month reporting pe-
riod. 

(4)(i) The owner or operator must ini-
tiate corrective action within 1 hour 
when any 3-hour block average value 
for the monitored parameter(s) for a 
glass-melting furnace, which uses no 
add-on controls and which is not a cold 
top electric furnace, is outside the 
limit(s) established during the per-
formance test as specified in § 63.1384 
and complete corrective actions in a 
timely manner according to the proce-
dures in the operations, maintenance, 
and monitoring plan. 

(ii) The owner or operator must im-
plement a QIP consistent with the 
compliance assurance monitoring pro-
visions of 40 CFR Part 64 subpart D 
when the monitored parameter(s) is 
outside the limit(s) established during 
the performance test as specified in 
§ 63.1384 for more than 5 percent of the 
total operating time in a 6-month 
block reporting period. 

(iii) The owner or operator must op-
erate a glass-melting furnace, which 
uses no add-on controls and which is 
not a cold top electric furnace, such 
that the monitored parameter(s) is not 
outside the limit(s) established during 
the performance test as specified in 
§ 63.1384 for more than 10 percent of the 
total operating time in a 6-month 
block reporting period. 

(5)(i) The owner or operator must ini-
tiate corrective action within 1 hour 

when the average glass pull rate of any 
4-hour block period for glass melting 
furnaces equipped with continuous 
glass pull rate monitors, or daily glass 
pull rate for glass melting furnaces not 
so equipped, exceeds the average glass 
pull rate established during the per-
formance test as specified in § 63.1384, 
by greater than 20 percent and com-
plete corrective actions in a timely 
manner according to the procedures in 
the operations, maintenance, and mon-
itoring plan. 

(ii) The owner or operator must im-
plement a QIP consistent with the 
compliance assurance monitoring pro-
visions of 40 CFR part 64, subpart D 
when the glass pull rate exceeds, by 
more than 20 percent, the average glass 
pull rate established during the per-
formance test as specified in § 63.1384 
for more than 5 percent of the total op-
erating time in a 6-month block report-
ing period. 

(iii) The owner or operator must op-
erate each glass-melting furnace such 
that the glass pull rate does not ex-
ceed, by more than 20 percent, the av-
erage glass pull rate established during 
the performance test as specified in 
§ 63.1384 for more than 10 percent of the 
total operating time in a 6-month 
block reporting period. 

(6) The owner or operator must oper-
ate each incinerator used to control 
formaldehyde emissions from forming 
or curing such that any 3-hour block 
average temperature in the firebox 
does not fall below the average estab-
lished during the performance test as 
specified in § 63.1384. 

(7)(i) The owner or operator must ini-
tiate corrective action within 1 hour 
when the average pressure drop, liquid 
flow rate, or chemical feed rate for any 
3-hour block period is outside the lim-
its established during the performance 
tests as specified in § 63.1384 for each 
wet scrubbing control device and com-
plete corrective actions in a timely 
manner according to the procedures in 
the operations, maintenance, and mon-
itoring plan. 

(ii) The owner or operator must im-
plement a QIP consistent with the 
compliance assurance monitoring pro-
visions of 40 CFR part 64, subpart D 
when any scrubber parameter is out-
side the limit(s) established during the 
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performance test as specified in 
§ 63.1384 for more than 5 percent of the 
total operating time in a 6-month 
block reporting period. 

(iii) The owner or operator must op-
erate each scrubber such that each 
monitored parameter is not outside the 
limit(s) established during the per-
formance test as specified in § 63.1384 
for more than 10 percent of the total 
operating time in a 6-month block re-
porting period. 

(8)(i) The owner or operator must ini-
tiate corrective action within 1 hour 
when the monitored process parameter 
level(s) is outside the limit(s) estab-
lished during the performance test as 
specified in § 63.1384 for the process 
modification(s) used to control form-
aldehyde emissions and complete cor-
rective actions in a timely manner ac-
cording to the procedures in the oper-
ations, maintenance, and monitoring 
plan. 

(ii) The owner or operator must im-
plement a QIP consistent with the 
compliance assurance monitoring pro-
visions of 40 CFR part 64, subpart D 
when the process parameter(s) is out-
side the limit(s) established during the 
performance test as specified in 
§ 63.1384 for more than 5 percent of the 
total operating time in a 6-month 
block reporting period. 

(iii) The owner or operator must op-
erate the process modifications such 
that the monitored process param-
eter(s) is not outside the limit(s) estab-
lished during the performance test as 
specified in § 63.1384 for more than 10 
percent of the total operating time in a 
6-month block reporting period. 

(9) The owner or operator must use a 
resin in the formulation of binder such 
that the free-formaldehyde content of 
the resin used does not exceed the free- 
formaldehyde range contained in the 
specification for the resin used during 
the performance test as specified in 
§ 63.1384. 

(10) The owner or operator must use a 
binder formulation that does not vary 
from the specification and operating 
range established and used during the 
performance test as specified in 
§ 63.1384. For the purposes of this stand-
ard, adding or increasing the quantity 
of urea and/or lignin in the binder for-

mulation does not constitute a change 
in the binder formulation. 

§ 63.1383 Monitoring requirements. 
On and after the date on which the 

performance test required to be con-
ducted by §§ 63.7 and 63.1384 is com-
pleted, the owner or operator must 
monitor all affected control equipment 
and processes according to the fol-
lowing requirements. 

(a) The owner or operator of each 
wool fiberglass manufacturing facility 
must prepare for each glass-melting 
furnace, rotary spin manufacturing 
line, and flame attenuation manufac-
turing line subject to the provisions of 
this subpart, a written operations, 
maintenance, and monitoring plan. The 
plan must be submitted to the Admin-
istrator for review and approval as part 
of the application for a part 70 permit. 
The plan must include the following in-
formation: 

(1) Procedures for the proper oper-
ation and maintenance of process 
modifications and add-on control de-
vices used to meet the emission limits 
in § 63.1382; 

(2) Procedures for the proper oper-
ation and maintenance of monitoring 
devices used to determine compliance, 
including quarterly calibration and 
certification of accuracy of each moni-
toring device according to the 
manufacturers’s instructions; and 

(3) Corrective actions to be taken 
when process parameters or add-on 
control device parameters deviate from 
the limit(s) established during initial 
performance tests. 

(b)(1) Where a baghouse is used to 
control PM emissions from a glass- 
melting furnace, the owner or operator 
shall install, calibrate, maintain, and 
continuously operate a bag leak detec-
tion system. 

(i) The bag leak detection system 
must be certified by the manufacturer 
to be capable of detecting PM emis-
sions at concentrations of 10 milli-
grams per actual cubic meter (0.0044 
grains per actual cubic foot) or less. 

(ii) The bag leak detection system 
sensor must produce output of relative 
PM emissions. 

(iii) The bag leak detection system 
must be equipped with an alarm sys-
tem that will sound automatically 
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